
 

SUPERGRIP  PERMANENT LINING

Permanent line marking

KNOW‐HOW TO PROTECT™

WWW.RUST‐OLEUM.EU

®

Use immediately after installation

Quick and easy installation

Impact resistant

Corrosion resistant

Lightweight



SUPERGRIP  PERMANENT LINING
DESCRIPTION
Though fiberglass profile makes it a hard wearing product designed for life. Easy to secure
through pre-drilled holes. (Glue and screw fixed).

TECHNICAL DATA

DRYING TIMES AT 20°C/RH 50%

SAFETY DATA

®

Available colours & pack sizes : Please refer to the respective product page on www.rust-oleum.eu for an overview of actual available colours and pack sizes.

Disclaimer : The information contained herein is to the best of our knowledge true and accurate and is given in good faith but without warranty. The user will be deemed to have satisfied him/herself
independently as to the suitability of our products for his/her own particular purpose. In no event shall Rust-Oleum Europe be liable for consequential or incidental damages. Products must be stored, handled, and
applied under conditions complying with Rust-Oleum Europe recommendations detailed within the latest copy of the product data sheet. It is the users responsibility to ensure that they have the current copy.
Latest copies of the product data sheet is available for free and downloadable from www.rust-oleum.eu or upon a request to our Customer Services department. Rust-Oleum Europe reserves the right to change
the properties of its’ products without prior notification.
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