
DESCRIPTIONDESCRIPTION Water-borne acrylic coating.

RECOMMENDED USESRECOMMENDED USES Walls in dry interior spaces.

PRODUCT FEATURESPRODUCT FEATURES New or previously painted concrete, plaster, brick, wood fiberboard, plasterboard and chipboard
surfaces. Tunto Karhea can also be applied on ceilings.
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TECHNICAL DATATECHNICAL DATA

Paint product group 2012Paint product group 2012 319 Muut vesiohenteiset seinä- ja kattomaalit sisäkäyttöön

Base paintsBase paints RPA BASE, RPC BASE

Colour ShadesColour Shades Color cards:Color cards:
Tunto Textured Finishes.
Can be tinted in Tikkurila colors. The final color usually appears slightly darker than
the color standard because of the roughness of the product. Product must be
premixed before tinting.

GlossGloss Full matt.

CoverageCoverage 0.5–0.7 m²/l. Coverage is affected by the roughness and porosity of the surface and
the application method.

Can sizesCan sizes RPA BASE: 2.538 l, 8.549 l
RPC BASE: 2.552 l, 8.593 l

Application methodApplication method Apply with a steel trowel or spray with a plaster pump or funnel sprayer, min. nozzle
size 5 mm. Finish with a Tikkurila plastic float. Note! Before spraying, remove the
small piece of metal which may have dropped into the paint can from the lid during
tinting.

Drying time (23°C and 50%Drying time (23°C and 50%
relative air humidity)relative air humidity)

24 hours under normal conditions.

Density (kg/l)Density (kg/l) Approx. 1.8–1.9 kg/l, ISO 2811.

Adhesive strength (EN 1542)Adhesive strength (EN 1542) ≥ 0,3 N/mm²

Heat resistanceHeat resistance 80 °C, ISO 4211-3

Volume solids (%)Volume solids (%) 65

StorageStorage Protect from frost
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APPLICATION INSTRUCTIONSAPPLICATION INSTRUCTIONS

Application conditionsApplication conditions
The surface to be treated must be dry, the temperature of the air, surface and coating at least +5 °C and the relative humidity of air
below 80%.

Surface preparationSurface preparation
Unpainted surfaces: Clean the unpainted surfaces of any dirt and dust. Level the surfaces with a suitable Presto light filler. Prime
with Varma primer. Apply 1–2 coats of Harmony or Nova 7 tinted to the color of the final product. Previously painted surfaces:
Wash previously painted surfaces with Maalipesu detergent and rinse carefully with water. If necessary, smooth the surfaces with
a suitable Presto filler. If the color difference between the substrate and the finish is significant, apply one coat of Harmony or Nova
7 tinted to the color of the final product.

Top coatingTop coating
Stir TUNTO Coarse well before use. Use a steel trowel to apply a layer as thick as the grain size of the coating. Rub the surface
immediately (max. 15 min) pressing lightly with Tikkurila plastic float. If the float doesn't move lightly there is too much coating on
the surface. Remove the excess from the surface with the steel trowel dragging along the coating. For homogenous surface
reserve enough coating mixed in a single container to avoid possible colour difference. 
Note! Wet fillers like Presto Light Filler are suitable to be used under Tunto Coarse. If dry fillers are used, they have to be cement
reinforced.

CoatingCoating
Stir Tunto Karhea well before use. If necessary, thin with water up to 1%. Use a steel trowel to spread the coating. The thickness
of the coat should match the particle size of the coating. Smooth down the surface immediately (after max. 15 minutes) with a
Tikkurila plastic float by applying light pressure. If the float does not move lightly, there is too much coating. Remove the excess
coating with a steel trowel by running it along the surface. For achieving a uniform surface and avoiding color differences, reserve a
sufficient batch of coating mixed in a single container. Note! Tunto Karhea can be applied over wet fillers such as the Presto light
filler. When using a dry filler, the filler must be cement-reinforced.

Maintenance instructionsMaintenance instructions
The surfaces must be dry-cleaned by using a vacuum cleaner.

After the surface treatment, the surfaces must be handled with care, as the product reaches its final hardness and durability in
about one month under normal conditions.
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EN 15824:2009EN 15824:2009

Tikkurila Oyj
Kuninkaalantie 1
FI-01300 Vantaa
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TIK-0852-5001

EN 15824:2009

Internal plaster based on organic binder.

Reaction to fire B-s1,d0

Adhesion strength by pull off test ≥ 0,3 N/mm²

Release of dangerous substances NPD
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